MEASURING INSTRUCTIONS FOR MOSQUITO NET FRAMES I I I =
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The mesh frame should be measured from outdoor in the open window,
using the MOL measuring tool, according to the instructions below.

1) MOL measuring tool for non-flush windows (drawing 1.1) and half-flush windows (drawing 1.2)

Drawing 1.1 Standard profile - high Drawing 1.2 Mini profile - low

2) Non-flush windows and half-flush windows

The measuring tool should be placed one after the other in the three corners of the window frame and the
dimension 'C' should be marked as in drawing 2.1. 2 mm should be deducted from the dimension 'C'.
The dimensions should be written on the order form (available for downloading at www.mol.net.pl).

Using the same measuring tool, measure the correct lock height (height: 0, 5,7,10 and 15 mm). Place the
tool into the window frame in the same way as when measuring the frame dimension and select one of
the four locks (drawning 2.2). The lock should fit against the frame gasket, but should not deform it.

Height C

Width C

Drawing 2.1 external view Drawing 2. 2 Selecting the height of the lock



(

3) Flush windows
The measurement should be made as in point 2) but a note should be added
to the order form: 'Mount the locks on the other side'.
Specifying the height of the lock, the frame thickness (including the frame gasket)
must be measured where the lock is placed.
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4) Wooden windows
The measurement should be made the same as in point 2).
Wooden windows are usually equipped with metal drip caps located in the window frame which prevent
the frame from locking into the lower profile. In the case of such windows, it is necessary to add on the
order form in the field 'notes": 'Bottom without locks'.

If the person doing the measurement is not provided with a measuring tool, it is acceptable to do it using
external corners (drawning 4.1, low corner drawning 4.2) from MOL frames.

Drawing 4.1 Standard corner - high

Height C

Width C

Drawing 4.2 High corner - low Drawing 4.3

5) General notes
All notes and wishes concerning the design of the frame must be included on the order form in
the "Notes" field. During each measurement, check with a measuring tool that there is no 'collision’
between the closed window wing and the frame profile, the lock (especially in flush windows) or the mesh
and correct the measurement in case of need. The locks in frames are mounted 8 cm from the edge
in width and 15 cm from the edge in height. In frames where one of the dimensions is more than 140 cm,
a central profile should be used to increase the tension of the mesh. The profile can only be dispensed on
special request by the customer, after the appropriate information has been written in the field "Notes".
The measurement of frames with an internal corner is made in the same way as for standard frames.



