
Measuring manual for plissee mosquito net 

Mounting manual for plissee mosquito net 
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1. Before taking the main measurement, check the vertical and horizontal levels of the recess (img 1 and 2). 

2. Measurement is made by measuring the width and height of the recess at a minimum of three points (img 3 and 4). 

EXAMPLE: If the measurement of width or height at several points differs (bottom 103 cm, middle 103.5 cm, top 103.8 cm)

always enter the smallest value (103 cm) in the order. 

3. Unpack the product and check the condition of all parts (img 5). 

4. In the top guide, mark the locations of drilling holes for screws (starting 10 cm from the edge) (img 6). 

5. Drill 3 holes along the length of the guide, using a 3 mm metal drill bit (img 7). 

6. Mount the guide to the recess (with polystyrene insulation on driva pegs, without insulation on rawlplugs) (img 8). 
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7. Mark the drilling locations of the holes in the left and right guides, then drill the holes (img 4 and 5). 

8. Place the right guide and then the left guide to the top guide (rest the plissee package on the opposite side of the recess) (img 9 and 10). 

9. Determine the plumb line and mark the location of the drill holes (img 11 and 12). 

10. Screw the dowels into the previously marked place (img 13), then attach the side guides with screws to the dowels (img 14). 

11. Before gluing the bottom guide, thoroughly clean the surfaces (degrease, for example, with a solvent) (img 15 and 16).  

12. Peel the foil from the adhesive tape, pressing to stick the guides (img 17). 

13. Place the plissee package in the guides: first the top one and then the bottom one (img 18). 

14. Check the proper operation of the mosquito net (img 19). 


