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el ZIP —78

mol - screen systems internal / external

ZIP - 78 is aroller blind system with increased Characteristics:

wind resistance. The fabric with a zipper welded - protection of the building against overheating
along the edge (ZIP) is inserted into a PVC bar with intensive exposure to sunlight
placed in the guides.

-tight shading of rooms without side clearances

Cassette 105
105 cross-section
[mm]
max
@100 %
Facade assembly 14 —
8
Ll
@78
=} =
il o
R ey 2\
fabric 1 g
guide rail
PVCslat 43
Recess assembly
[mm] 41

—
L

~ *Mounting dimensions
<
or 5
o
Weight C Weight S
(5,66 kg/rm) (2,92 kg/rm)
Attention:
In st:f\ndard. Possible occurrence of the fabric waving effect at the guides is caused
- Fabric EKRAN by ZIP lock which deforms fabric when roller blind is rolled up.
- Minimum width 80 cm Loyv temperature and/or long-term unrolling of the rollgr b.linds can incrgase
Wind ist 3rd cl (<49 [k /h]) this effect. Occurrence does not affect the proper functioning of roller blinds
- INd resistance: orad class (= m

and is not subject of complaint.

www.mol.net.pl
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ZIP —78

internal / external

mol - screen systems

Standard construction colour RAL:

ir =

DB
703

RAL
7016S

RAL
9006

RAL
9016

anthracite silver

any RAL
structure (S
(U)

white

(B)

sOmfy. toro
Extra charge for motor controller [EUR] Extra charge [eur/m’]
description code price code price EKRAN 0
Wired motor Ceres s8-CE-WO | 80 EKRANFBG 6
with wall switch* SOLTIS 86 25
Radio motor S10-AL-RS | 195 R:vaumieE (@R (05 SOLTIS 92 34
R . | 1-channel SP1-RO 40 TP1-RO 35 SOLTIS B92** 100
CMOt S-channel | _SP5-RO__| 70 |BICR: e RNV CRISTALPVC™
.. przezroczysta 25
Motor MaestriaiO | S10-MA-10 | 180
**up to 250 cm of height
Remot 1-channel SP1-10 40 “Up to 350 cm of width
5-channel SP5-10 70
*max up to 400 cm of width . . .
Nett price [EUR] - with fabric Ekran
height width [cm]
[em] 100 | 125 | 150 | 175 | 200 | 225 | 250 | 275 | 300 | 325 | 350 | 375 | 400 | 425 | 450 | 475 | 500
150 299 329 361 394 426 458 490 520 553 585 617 649 682 714 744 776 809
175 | 320 | 353 | 387 | 419 | 454 | 486 | 520 | 553 | 587 | 619 | 654 | 686 | 720 | 753 | 787 | 819 | 854
200 | 342 | 378 | 413 | 447 | 482 | 546 | 551 | 585 | 619 | 654 | 688 | 725 | 759 | 794 | 828 | 862 | 897
225 | 366 | 402 | 437 | 473 | 510 | 546 | 581 | 617 | 654 | 688 | 725 | 761 | 798 | 832 | 869 | 905 | 942
250 | 387 | 426 | 462 | 499 | 538 | 574 | 611 | 649 | 686 | 725 | 761 | 798 | 837 | 873 | 910 | 948 | 985
275 | 411 | 449 | 488 | 527 | 566 | 604 | 643 | 682 | 720 | 759 | 798 | 837 | 875 | 914 | 953 | 991 | 1030
300 | 432 | 473 | 514 | 553 | 594 | 632 | 673 | 714 | 753 | 794 | 832 | 873 | 914 | 953 | 994 [1034 | 1073

53 - ZDA - 2022

Attention: Dimensions above the width of 400 cm are extraordinary and the material may be
waived in the central part due to deflection of the winding tube. The occurence does not affect
the proper functioning of the blinds and there is no basis for make a complaint.

www.mol.net.pl




i ZIP — NET

mol - screen systems external
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Mosquito nett in guides
TR e

Net price (Eur/piece) with black ZIP mesh (braid 16 x 14)
width [cm]
| 400 | 580 | 500 | 550 | 610 | 660 |
665
| 470 | 535 | 595 | 660 | 755 | 820
565

*for widths over 400 cm to 500 cm individual pricing Guiderail
cross section

In standard : Standard construction colour RAL :
- Black ZIP mesh P
- Minimum width: 80cm

- Painting for any RAL or additional colour .... + 20% ;Roﬁ; ;0%'; ( RAL

- RTS toro motor + remote control 130 eur
motor + wall switch .75eur
-10 motor + remote control.. 205 eur in sfr(tﬁc)fure

anthracite silver
(S)

4 www.mol.net.pl 53 -ZDA - 2022
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EKR

Fabric symbol
eg. EKRAN (EKR)

EKRAN

Roll width 3 m

53 - ZDA - 2022

FABRICS

internal / external / bidirecional

U 3 S 1

Use: Coefficient Tone: Brightness level:
U - universal openings in % S - gray 0 - very light gray
W - internal (the greater B - white 9 - very dark gray
the value, the greater K - cream
translucency of fabrics) R - brown

OF=3%
EKR-U3K1

OF=3%

EKR-U3S3

OF=3%

EKR-U3S9

OF=3%

EKR-U3S8

OF=2%

FBG-U2C8

OF=3%

EKR-U3R8 EKR-WO0S3

OF=5%

EKR-W5S5

OF=3%

EKR-W3S3

OF=5%
EKR-W5S7

Attention: Possible occurrence of the fabric waving
effect at the guides is caused by ZIP lock wich deform
fabric when roller blind is rolled up. Low temperature
and / or long-term unrolling of the roller blinds

can increase this effect. Occurence does not affect
the proper functioning of roller blinds and is not
subject of complaint.

mol - screen systems

VA

Roll width:
Z - 300 (cm)

OF=1%
EKR-W1S9

OF=0,5%

EKR-WO0S9

OF=3%
Coefficient openings

The greater the value,
the greater translucency
of fabrics

www.mol.net.pl




el FABRICS

mol - screen systems internal / external / bidirecional
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SOLTIS 92 SSeaEe S s SapA et 555;:::*?.’

Rollwidth1,77/2,67m . i st

92-2167

92-2044

SOLTIS B92

Roll width 1,7 m

92-2047 B92 - 1044 B92 -2171

Example of price calculation for the purchase
of fabric with a wellded zip lock and tunnels

OPTIONS OF FABRIC SALES

1.Full roll

EXAMPLE ORDER:
PRICES OF THE FABRICS USED IN ZIP-78 (nef) 2 fabrics of type EKRAN with dimensions: width 1,5 x height 2,0 [m]
. width 1,0 x height 1,0 [m]
Fabric type |Roll width [cm] (Eur;::l’)
EKRAN 300 10 3 mb (roll width
EKRAN FBG 300 10 1.5mb 1 mb
REKMOL 300 15
SOLTIS 86 177 1 267 20
SOLTIS 92 177 [ 267 25
SOLTIS B92 170 40
SIATKA ZIP
(kod SM-SZ8-c) 280 S
CRISTAL PVC
transparent 140 20
2. Coupons

- Extra charge for measuring +20% to the prices shown in table

3. Fabrics cut to size with welded zip lock

and tunnels (example of calculation see opposite) PATTERN
Subsidies to the prices shown in the table: 3x2=(6m’x 10 Eur) + 15 Eur
Machiner 15E + (1.5 mb x 2 Eur) + (2 mb x 4 Eur)
- | Y ur +(~| mbx2Eur)+(1 mbx4Eur)
- Welding [T m.]: width (2 x welding) ......ccceeveieenee 2 Eur = 92 Eur netto
height (2 xweld) ....ccccoceeviininnen. 4 Eur

www.mol.net.pl 53 -ZDA - 2022




INNOVATIVE SOLUTIONS III I

mol - screen systems

BOTTOM CASSETTE REVISION

Solutions available without need to disassembly front flap.
only in zip-78 ! In response to market needs blind ZIP-78 was Bottom and fron revision
designed to allow revision from the bottom of the
cassette. Bottom revision is especially important in
case of flush-mounting in light of window in recess -
most cases.
Additional advantages are:
- aset of caps placed in the cover
of bottom revision to allow access to the ends of
engine mountings without having to be
removed
« adjusting cassette also to the system revision. A
"L", which in an innovative solution
MOL requires only 35 mm of free space
* no sagging of the bottom part
revision flap (in roller blinds wider than 2 m.)
through the possibility of attaching lower cover
the entire width of the roller blinds and thanks Bl fobric

to the application of additional stiffening rib. [ PYe guide bar

TELESCOPIC CAP b

Telescopic cap mounted on roller tube allows eas% assembly and disassembly of the roller tube with motor. No need to
demontage cassette and guides. After taking off blocking spring, @ caps Eln is released (@) which allows shifting it in order to
easily take off roller tube with fabric. External profile of ZIP roller blind @ has a dedicated space to store the intentional excess of
the supply cable used during the revision of roller tube.

POSSIBILITY OF INCREASING

WEIGHT OF THE BOTTOM WEIGHT

Especially important with narrow blinds

in order to ensure better fabric tension and
smooth operation. Shape of the bottom weight
is specially designed to completely hide welding
of the fabric tunnel.

concealed
lower
weld

N
\

for narrow roller blinds bottom

~ bottom weight S weight C

53 -ZDA - 2022 www.mol.net.pl




III I BEFORE YOU PLACE YOUR ORDER

mol - screen systems

Specify your requirements before you make
your purchase and then fit your blind

KAP - 95 KAP-95 |ROL-78W |ROL-78L| ROL - 38S
ZIP -78 | VERANDA| KAK-105 | KAK-105 |ROL-60W |ROL - 60L |ROL - 38W

wW/s L/N/P/R w/s L/N w/ s
internal v v v v v v v
v v

in cassette \/ \/ \/ \/

external

<
=

without cassette \/ \/ \/
free hanging \/ \/ \/
conduct \/ \/ \/ ‘/

motor operation \/ \/ \/ \/ \/ \/
battery-powered (USB) \/
manual operation \/ \/ \/ \/ \/
winter garden \/

e I

W - free hanging L-cable P - side guides

S - free hanging with motor N -cable with motor R - side guides with motor

Do you want to buy a ready-made product prepared

to your specific dimensions? Or are you planning to buy
all the necessary components to be able to produce
your roller blind yourself?

Download an order form or components price list
from our website (www.mol.net.pl)
Send your order by email to the export department

English
Patrycja Mtodzikowska pmlodzikowska@mol.net.pl 502 188491
Marcelina Ryndak mryndak@mol.net.pl 502 188 283
Oussema Mediouni omediouni@mol.net.pl 502 188 546
German
Joanna Marciniak exportde@mol.net.pl 502 188 547
French
Oussema Mediouni omediouni@mol.net.pl 502 188 546

www.mol.net.pl €3 © mol.pergole




