
ZIP-78 ROLLER SHUTTER INSTALLATION INSTRUCTIONS 

List of tools: 
a) marker (pen/pencil)  

b) tape measure  

c) spirit level  

d) screws and plugs suitable for the substrate in question, i.e. of a size suited to the load-bearing capacity of the item on 
which the product is to be mounted.  

e) Allen keys  

f) drills for metal and concrete  

g) An impact drill  

h) a screwdriver 

i) assembly cable for adjusting the motor end positions ( wired)  

j) instructions for the motor used  

k) Ladders/platforms/booms (in accordance with current health and safety regulations)  

             l) personal protective equipment (in accordance with current health and safety regulations) 

 

 Shutter construction scheme: 

1. Cassette 105 fixed profile (RZ-Z8KS-*) 11. Telescopic cap with spring and washer (RZ-Z8CT-c) 

2. Cassette 105 vertical profile (RZ-Z8KI-*) 12. Universal cap ZIP-78 (RZ-Z8CU-c) 

3. Cassette 105 revision profile (RZ-Z8KR-*) 13. PCW cable Ø7,8 (MU-RW7-c) 

4. Cassette end cap 105 (RZ-Z8B-*) 14. End cap for bottom weight  S – standard (RZ-ZOZ-c) 

5. Guide ZIP external profile (RZ-Z8PZ-*) 15. Bottom weight S – standard (RZ-Z8O5-*) 

6. Guide ZIP internal profile (RZ-Z8PZ-*) 16. Extra weight (RZ-D30-s) 

7. Bottom cap for guide (RZ-Z8ZP-*) 17. Locking rod (RW-PB4-b) 

8. PCV guide bar (RZ-PPZ-**) 21. Motor 

9. Double ZIP lock (RZ-ZAZ-*) 22. Motor holder 

10. Roller tube Ø78 (MU-R78-**) 23. Drive plug for motor 

 
 

MOL sp. z o.o., ul. Szkółkarska 17, 62-002 Suchy Las NIP:   PL   779-00-16-363,   REGON:630528756 

tel. + 48 (61) 652 13 13,     fax + 48 (61) 652 14 00 KRS nr 0000201769, Kapitał zakładowy: 630 300 zł 
e-mail: mol@mol.net.pl, http://www.mol.net.pl Konto:  PL55  1160 2202  0000  0002  0697  0169 

mailto:mol@mol.net.pl
http://www.mol.net.pl/


Assembly of blind: 

1. Unpack the product and check that all components are complete.  

2. Disassemble the complete guide into its component parts, i.e. external profile (5) and internal 

profile with PVC guide bar (6+8). Keep the unscrewed screws for use in point 9. 

3. In the external guide profile (5), make Ø5mm holes, depending on the mounting direction - the 

number of holes is shown in the scheme. Use assembly fasteners of class St4,8. 

 

 

4. Determine the correct position of the guide rails on the window, maintaining the horizontal, 

vertical and diagonal alignment as shown in the drawing. Fix the external profiles (5) to the 

substrate using the mounting fasteners. 
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5. Guide the motor cable to its destination. 

6. Slide the cassette with the winding shaft onto the guide so that the pins of the cassette sides 

(4) are located in the correct chamber of the guide external profile  (5). Check the horizontal 

position of the cassette. 

 

7.  Insert excess mounting cable (needed for possible later revision) into external guide (5) as shown in  
the drawing. 

8. Start to assemble the guide (5) + (6+8) by sliding the PVC guide bar (8) over the fabric lock (9).. 

9.  Once the guide is assembled, reattach the internal profile of the guide to the external profile using 
the screw in section 2 of these instructions. 
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10. Check correct position of PVC guide bar dampers ("whiskers") (8) in the inner guide. 

11. Using mounting cable connect motor cables to the electrical mains and check position of limit 

switches. First, set the position of the switch in the rolled-up position, i.e. the bottom part of 

the weight (15) should be approx. 1.5-2.0 cm higher than the guide cap (7). Set the position of 

the upper switch so that the top of the bottom weight (15) is approx. 2 cm below the bottom 

of the cassette (3). The adjustment of the motor end positions is described in the drive manual. 

Notes: 
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